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   2005/09/09 

CD-ROM Revision 
FASTCAM-Series DRIVER CD-ROM Rev.2.40.31 

（Domestic/Overseas common shipment version） 

 

PFV Revision 
PFV Ver.2431 

SDK Ver.2971 

 

The contents of a folder in CD-ROM 
PFV setup  PFVSETUP 

Driver     Device driver 

            FASTCAM-Ultima1024 

FASTCAM-Ultima SE 

FASTCAM-PCI 

FASTCAM-PCI R2 

FASTCAM-X1280PCI 

FATSCAM-ultima APX 

FATSCAM-ultima 512 

FATSCAM-512PCI 

FASTCAM-APX RS 

FASTCAM-1024PCI 

SDK      FASTCAM series correspondence SDK ,Sample code ,SDK document 

Doc       PDF file inclusion of each camera manual ,Release Note 

DirectX    Microsoft DirectX Run time 

 

 

 

 

 

 

 

 



Functional addition Bug fixed 

 

Others  

No. Contents Hardware Update 

FASTCAM APX RS 

1 For the FASTCAM-APX RS Gigabit-Ether I/F, the packet size is now 

restricted to 498. 

 

2 For the FASTCAM-APX RS Gigabit-Ether I/F, the specification has been 

changed so that the camera status is now retained when the application 

is ended with the camera set in the RECREADY or ENDLESS REC 

mode. 

 

3 FcamGEth.dll changed (Ver.1.001)  

PFV・SDK 
 

4 Improvement has been made to the method to detect a sampling start 

when using a waveform input board made by CONTEC. 

 

5 Defect has been corrected which erroneously displayed 20 MHz sampling 

data as data sampled at 10 MHz when using a waveform input board 

made by INTERFACE. 

 

6 Defect has been corrected which caused the PFV to end in an abnormal 

manner as soon as a recording finished in a combined use of the 

FASTCAM-Ultima 1024 camera and a waveform input board. 

 

Miscellaneous 
 

7 FASTCAM-APX RS Hardware Manual updated (Japanese/English)   

8 PFV Application Manual updated (Japanese/English)   

 
End of documents 


